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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,46.1

UNIT:cd

C30/210,46.1

UNIT:cd

C60/240,46.0

UNIT:cd

C90/270,45.9

AVERAGE BEAM ANGLE(50%):46.0 DEG

0

700

1400

2100

2800

3500

TOTAL FLUX: 2621.6 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2863 2891 2926 2958 2967 2949 2879 2855 301.7 301.7 11.5

1980 2040 2059 2064 2047 1987 1930 1935 686.4 988.2 37.7

1197 1223 1240 1251 1216 1184 1172 1178 711.6 1700 64.8

611.0 665.0 708.6 702.1 671.5 619.0 589.0 585.3 608.4 2308 88

96.76 98.97 106.4 105.3 101.3 105.6 105.4 98.39 223.7 2532 96.6

33.28 31.38 34.88 41.66 42.65 45.53 47.26 36.91 57.92 2590 98.8

11.52 11.71 11.72 12.44 15.38 17.21 12.52 10.99 24.22 2614 99.7

1.250 1.293 1.214 1.244 1.056 0.9557 0.9977 1.094 7.204 2621 100

0.1571 0.1630 0.1634 0.1460 0.1842 0.1793 0.1879 0.1951 0.4024 2622 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3438

5 3242

10 2863

15 2434

20 1980

25 1509

30 1197

35 1003

40 611

45 220

50 96.8

55 56.3

60 33.3

65 19.6

70 11.5

75 6.46

80 1.25

85 0.19

90 0.16

10

3438

3255

2874

2452

2001

1528

1209

1016

628

230

96.6

55.4

32.2

19.3

11.7

6.56

1.30

0.19

0.16

20

3438

3251

2874

2456

2012

1531

1206

1016

631

235

95.8

53.2

30.8

19.0

11.7

6.51

1.27

0.20

0.16

30

3438

3262

2885

2472

2033

1569

1214

1026

649

251

98.1

52.1

30.5

19.2

11.7

6.47

1.31

0.19

0.16

40

3438

3262

2886

2475

2036

1552

1215

1032

652

256

98.1

52.2

30.9

19.7

11.7

6.60

1.28

0.21

0.16

50

3438

3272

2895

2487

2045

1583

1231

1048

678

267

99.8

52.8

31.8

20.0

11.8

6.80

1.30

0.20

0.16

60

3438

3275

2894

2484

2041

1565

1228

1045

678

266

100

54.2

32.2

20.1

11.8

6.84

1.26

0.21

0.16

70

3438

3288

2909

2493

2052

1594

1238

1053

696

277

104

56.1

33.0

19.9

11.7

6.67

1.28

0.21

0.16

80

3438

3289

2910

2492

2049

1576

1231

1046

695

276

104

57.4

33.8

19.9

11.4

6.44

1.21

0.22

0.16

90

3438

3302

2926

2505

2059

1600

1240

1052

709

285

106

58.6

34.9

20.9

11.7

6.60

1.21

0.21

0.16

100

3438

3303

2929

2502

2058

1583

1238

1055

705

282

105

59.5

36.0

21.8

12.0

6.82

1.24

0.22

0.16

110

3438

3317

2945

2516

2069

1612

1254

1066

723

285

107

61.7

37.4

22.4

12.3

7.02

1.38

0.20

0.16

120

3438

3322

2947

2515

2065

1598

1250

1062

715

281

106

62.2

38.9

22.8

12.0

6.81

1.28

0.21

0.15

130

3438

3333

2959

2528

2070

1614

1253

1069

720

285

106

63.1

40.9

23.4

12.1

6.75

1.29

0.19

0.15

140

3438

3332

2957

2524

2058

1585

1248

1064

684

278

104

62.8

42.5

24.7

12.7

6.89

1.19

0.21

0.14

150

3438

3341

2967

2536

2060

1599

1248

1039

662

265

104

62.9

43.2

26.0

14.1

7.30

1.23

0.19

0.14

160

3438

3337

2963

2532

2053

1571

1232

1046

665

270

103

63.6

43.4

27.1

14.8

7.80

1.16

0.19

0.14

170

3438

3343

2973

2538

2057

1585

1229

1056

687

271

104

64.6

43.3

28.0

15.4

7.88

1.23

0.17

0.14

180

3438

3338

2967

2534

2047

1576

1216

1042

672

251

101

64.3

42.6

28.8

15.4

7.87

1.06

0.18

0.18

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 3438

5 3336

10 2963

15 2528

20 2032

25 1540

30 1197

35 1025

40 652

45 252

50 101

55 63.8

60 42.4

65 29.3

70 15.7

75 7.79

80 0.98

85 0.17

90 0.18

200

3438

3340

2966

2529

2022

1534

1195

1019

645

251

103

64.3

43.4

30.5

16.5

8.14

1.01

0.17

0.18

210

3438

3334

2959

2510

2000

1515

1185

1006

627

238

104

65.6

44.1

31.1

16.7

7.90

0.94

0.18

0.18

220

3438

3331

2957

2506

1996

1520

1189

1009

626

236

106

67.8

45.1

31.5

17.2

8.16

0.96

0.17

0.18

230

3438

3322

2941

2486

1977

1507

1178

1000

612

223

105

68.7

46.0

31.0

17.2

8.17

0.95

0.18

0.18

240

3438

3315

2937

2477

1971

1509

1183

1006

611

220

107

71.4

46.6

30.4

16.1

7.78

0.96

0.17

0.18

250

3438

3301

2916

2456

1950

1491

1175

998

598

210

105

73.1

46.6

27.9

14.4

6.71

0.95

0.18

0.18

260

3438

3293

2903

2448

1945

1491

1178

1001

593

210

106

73.6

48.1

26.9

13.4

6.43

1.00

0.16

0.19

270

3438

3275

2879

2428

1930

1476

1172

994

589

205

105

73.2

47.3

25.0

12.5

5.84

1.00

0.18

0.19

280

3438

3267

2873

2421

1933

1484

1173

998

596

208

105

70.6

44.7

23.7

12.1

5.61

1.01

0.17

0.19

290

3438

3255

2858

2407

1928

1479

1168

982

585

203

103

67.7

42.6

22.4

11.8

5.57

1.03

0.18

0.19

300

3438

3252

2860

2410

1936

1482

1173

982

588

205

101

64.1

39.7

21.6

11.5

5.54

1.07

0.16

0.19

310

3438

3240

2852

2402

1931

1471

1175

975

581

202

98.6

60.5

37.4

20.3

11.0

5.21

1.08

0.18

0.19

320

3438

3241

2858

2406

1939

1482

1181

986

589

205

98.1

58.5

36.4

19.9

11.0

5.53

1.11

0.17

0.20

330

3438

3238

2852

2401

1939

1479

1183

984

589

204

95.8

56.3

35.2

19.5

11.0

5.63

1.11

0.18

0.19

340

3438

3241

2858

2413

1956

1496

1190

997

603

210

97.3

57.0

34.7

19.6

11.4

6.10

1.14

0.18

0.20

350

3438

3240

2857

2419

1964

1495

1190

995

602

211

97.0

57.0

34.1

19.6

11.3

6.24

1.09

0.18

0.20

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:


