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LAMP PHOTOMETRIC REPORT

MODEL: 93SS1040/BL

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 591.52 1m /4180
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AVERAGE BEAM ANGLE (50%) :28.4 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1625 1644 1605 1537 1489 1491 1518 1580 0- 10 174.7 174.7 29.5
20 483.3 499.9 491.2 444.2 406.0 401.3 430.6 459.6 10- 20 259.4 434.1 73.4
30 122.6 115.3 114.4 104.6 105.1 92.41 92.68 107.3 20- 30 110.1 544.2 92
40 24.67 27.24 27.59 27.56 24.19 22.79 26.48 25.65 30— 40 34.03 578.3 97.8
50 5.218 5.651 6.182 4.897 4.222 4,332 4.189 5.067 40- 50 9.803 588.1 99.4
60 1.339 1.387 1.442 1.330 1.408 1.267 1.0098 1.156 50- 60 2.213 590.3 99.8
70 0.4299 0.6415 0.9553 0.5104 1.096 1.156 0.4175 0.3990 60— 70| 0.9395 591.2 99.9
80 0.0436 0.0354 0.0245 0.0327 0.0244 0.0368 0.0517 0.0327 70- 80| 0.2877 591.5 100
90 0.0027 0.0014 0 0.0014 0.0163 0.0150 0.0163 0.0123 80- 90| 0.0189 591.5 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93SS1040/BL

POWER: 10W

VOLTAGE: 230V

WORKING

VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 20 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098
5 1998 | 2006 | 2005 | 2010 | 2008 | 2009 | 2001 | 2000 | 1989 | 1989 | 1981 | 1979 | 1968 | 1965 | 1952 | 1952 | 1942 | 1941 | 1938
10 1625 | 1642 | 1637 | 1653 | 1640 | 1647 | 1633 | 1629 | 1611 | 1605 | 1584 | 1579 | 1553 | 1548 | 1526 | 1522 | 1496 | 1496 | 1489
15 1022 | 1040 | 1031 | 1047 | 1030 | 1041 | 1024 | 1030 | 1010 | 1009 | 984 | 980 | 954 | 949 | 916 | 909 | 885 | 880 | 872
20 483 | 491 | 492 | 502 | 496 | 503 | 498 | 504 | 495 | 491 | 477 | 469 | 457 | 451 | 438 | 431 | 418 | 412 | 406
25 245 | 245 | 246 | 247 | 251 | 254 | 251 | 257 | 252 | 255 | 246 | 244 | 235 | 231 | 224 | 223 | 214 | 213 | 209
30 123 | 124 | 120 | 119 | 116 | 115 | 112 | 114 | 113 | 114 | 111 | 110 | 106 | 107 | 102 | 105 | 104 | 107 | 105
35 53.8 | 53.6 | 53.0 | 53.3 | 54.8 | 53.2 | 52.4 | 52.7 | 49.4 | 49.0 | 48.8 | 49.3 | 49.3 | 50.9 | 50.6 | 51.3 | 50.0 | 49.8 | 47.2
40 24.7|25.3|25.8|27.6|27.1|27.4|27.5|26.8|26.8|27.6|28.5|27.6|26.2|27.0|28.2|25.5|24.2|23.6/24.2
45 11.8 | 12.7 (12.9|11.9|11.7 | 12.5|13.3 | 12.5|13.5|14.1|14.3|13.5|12.2 |11.3|11.2|10.6 | 10.5 | 10.1 | 10.0
50 5.22 | 5.68 | 5.57 | 5.69 | 5.62 | 5.69 | 5.73 | 5.78 | 5.87 | 6.18 | 5.67 | 5.89 | 5.23 | 5.06 | 4.73 | 4.67 | 4.56 | 4.49 | 4.22
55 2.32|2.40 | 2.44 | 2.54 | 2.56 | 2.72 | 2.74 | 2.72 | 2.74 | 2.63 | 2.53 | 2.42 | 2.28 | 2.06 | 2.02 | 2.13 | 2.20 | 2.35 | 2.19
60 1.341.31 ({1.33|1.33|1.37(1.40|1.43|1.45|1.46|1.44|1.47|1.48 |1.44|1.31|1.35|1.41|1.44|1.52 |1.41
65 0.81|0.81|0.87|0.88|0.92|0.96|1.01|1.01|1.05|1.14|1.11|1.06|1.05|0.91|0.94|0.98|1.01|1.05/1.09
70 0.43|0.42 | 0.45 | 0.46 | 0.55 | 0.73 | 0.75 | 0.85 | 0.89 | 0.96 | 0.81 | 0.65 | 0.62 | 0.50 | 0.52 | 0.57 | 0.67 | 0.81 | 1.10
75 0.130.10 | 0.13 | 0.11 | 0.15 | 0.24 | 0.22 | 0.35 | 0.24 | 0.21 | 0.15 | 0.12 | 0.13 | 0.09 | 0.12 | 0.10 | 0.13 | 0.10 | 0.11
80 0.04 | 0.02|0.04|0.02|0.05|0.02|0.05|0.03|0.05|0.02|0.05|0.02|0.04|0.02|0.05|0.02|0.05]|0.02]0.02
85 0.02 | 0.00 | 0.02|0.00|0.02|0.00|0.02|0.00|0.02|0.00|0.02|0.00|0.02|0.00/0.02|0.00/|0.02/|0.00]0.02
90 0.00 | 0.00 | 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00/|0.00|0.00|0.00/|0.00|0.00]/0.02
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2.5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:29 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93SS1040/BL

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098 | 2098
5 1929 | 1932 | 1927 | 1936 | 1935 | 1942 | 1940 | 1949 | 1950 | 1959 | 1959 | 1969 | 1970 | 1980 | 1981 | 1991 | 1994
10 1476 | 1485 | 1479 | 1493 | 1489 | 1502 | 1497 | 1515 | 1518 | 1540 | 1544 | 1565 | 1570 | 1590 | 1595 | 1618 | 1615
15 853 | 863 | 852 | 865 | 860 | 874 | 881 | 904 | 908 | 938 | 940 | 969 | 967 | 991 | 989 | 1016 | 1012
20 395 | 402 | 398 | 402 | 401 | 407 | 412 | 422 | 431 | 441 | 441 | 453 | 454 | 465 | 465 | 474 | 478
25 203 | 203 | 200 | 205 | 204 | 208 | 210 | 216 | 221 | 225 | 228 | 229 | 228 | 233 | 235 | 241 | 239
30 100 | 97.0 | 92.8 | 93.4 | 91.4 | 93.4(92.9|94.1|92.7|96.2|99.0| 104 | 107 | 108 | 108 | 115 | 119
35 45.1 | 44.3 | 45.1 | 44.8 | 45.7 | 46.3 | 43.7 | 44.0 | 44.7 | 46.9 | 46.8 | 48.7 | 48.7 | 51.1 | 51.7 | 53.2 | 52.5
40 24.0|22.8|22.4|22.4|23.1|23.4(23.5|25.1|26.5|28.1|26.8|26.2(24.6|26.7|26.4|24.2|24.9
45 9.84|9.44|9.93[9.91|9.95|9.89(11.3|11.2|11.3|11.0 12.3 |12.7 |11.5|11.1 |11.4|11.2 |11.2
50 4.17 | 4.12 | 4.23 | 4.29 | 4.37 | 4.48 | 5.01 | 4.68 | 4.19 | 4.33 | 4.66 | 5.01 [ 5.30 | 4.83 | 4.85 | 5.18 | 4.94
55 1.98 (1.98|1.96 |2.05|2.22|2.14 (2.11|1.93|1.82|1.82|1.87 |1.90|1.95|2.04|2.09|2.15|2.13
60 1.35(1.23|1.22|1.21|1.32|1.28 (1.261.15|1.10|1.08|1.13|1.11 |1.15|1.17 |1.20| 1.21 |1.26
65 0.96 | 0.91 | 0.94 | 0.97 | 1.06 | 0.97 | 0.85 | 0.82 | 0.77 | 0.76 | 0.78 | 0.75 | 0.78 | 0.79 | 0.86 | 0.81 | 0.81
70 0.85|0.84 | 0.88|1.13 |1.18 | 0.94 | 0.71 | 0.68 | 0.42 | 0.37 | 0.40 | 0.38 | 0.40 | 0.40 | 0.44 | 0.41 | 0.42
75 0.13|0.10 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.08 | 0.10 | 0.08 | 0.11 | 0.08 [ 0.11 | 0.09 | 0.12 | 0.10 | 0.12
80 0.05|0.02|0.05|0.02|0.05|0.02|0.05|0.02|0.05|0.02|0.05|0.02|0.05|0.02|0.05|0.02]|0.05
85 0.03|0.01|0.03|0.01|0.02|0.01|0.03|0.01|0.03|0.01|0.03|0.01|0.03|0.01|0.02|0.01]0.02
90 0.01|0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.01|0.01|0.02|0.01]0.01
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:




