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LAMP PHOTOMETRIC REPORT

MODEL: 98Prague100/WW

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 12322 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3741 3584 3426 3449 3477 3405 3391 3578 329.9 329.9 2.68

4454 3774 3255 3521 3867 3600 3398 3943 1027 1357 11

5315 3873 2943 3558 4644 3871 3152 4274 1779 3136 25.5

6058 4042 2126 3680 5465 4055 2721 4547 2533 5669 46

6492 2265 304.0 2070 6258 3609 341.7 3880 2831 8501 69

6607 305.8 175.1 302.0 6389 405.4 195.8 557.4 2422 10923 88.6

539.2 121.4 84.37 128.9 2172 152.8 119.3 164.3 1226 12149 98.6

53.34 39.67 38.72 42.20 75.70 56.99 58.76 51.32 147.9 12297 99.8

11.72 4.527 1.052 4.117 8.927 2.287 3.213 2.566 24.97 12322 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague100/WW

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3404

5 3516

10 3741

15 4067

20 4454

25 4879

30 5315

35 5755

40 6058

45 6299

50 6492

55 6600

60 6607

65 4832

70 539

75 181

80 53.3

85 15.0

90 11.7

10

3404

3512

3725

4026

4378

4758

5150

5515

5799

6061

6318

6631

6512

3916

437

115

49.7

13.4

11.6

20

3404

3509

3700

3954

4236

4543

4844

5136

5397

5685

6102

6310

4598

1547

260

103

43.9

11.1

10.3

30

3404

3503

3658

3861

4069

4270

4479

4685

4906

5263

5464

4132

1547

369

171

86.9

41.0

11.7

8.26

40

3404

3488

3608

3744

3871

3976

4066

4171

4355

4522

3480

1198

358

214

127

76.8

40.5

13.9

5.73

50

3404

3477

3560

3632

3677

3692

3679

3679

3729

3117

1047

353

253

170

115

74.8

38.8

7.83

3.32

60

3404

3463

3514

3531

3508

3436

3327

3242

3047

1615

404

281

207

145

108

81.6

46.8

7.67

1.68

70

3404

3451

3475

3454

3381

3254

3097

3002

2539

896

329

246

186

136

105

76.5

52.9

12.1

1.16

80

3404

3437

3438

3394

3292

3144

2990

2886

2231

876

305

231

176

131

90.4

64.7

42.9

14.0

1.08

90

3404

3436

3426

3366

3255

3097

2943

2843

2126

592

304

229

175

131

84.4

63.7

38.7

12.0

1.05

100

3404

3421

3412

3354

3243

3092

2927

2789

2136

853

308

232

177

131

88.4

63.4

41.1

15.7

1.07

110

3404

3417

3411

3372

3284

3156

2982

2818

2362

898

333

247

187

138

104

73.1

50.0

15.4

1.14

120

3404

3416

3425

3417

3367

3273

3133

3014

2809

1566

410

282

209

148

109

80.5

49.0

9.89

1.61

130

3404

3411

3440

3460

3465

3438

3398

3353

3391

2885

999

351

253

176

118

78.3

41.6

9.79

3.01

140

3404

3411

3458

3517

3577

3643

3719

3787

3970

4171

3141

946

351

226

139

85.2

42.8

15.5

5.23

150

3404

3409

3468

3572

3687

3850

4041

4225

4475

4893

5144

3716

1311

348

177

101

49.4

14.1

7.68

160

3404

3406

3481

3614

3784

4034

4343

4628

4925

5314

5790

5928

4349

1576

324

133

59.2

14.1

9.81

170

3404

3403

3485

3637

3848

4147

4551

4932

5259

5644

6028

6323

6183

4348

1093

191

74.1

17.7

11.3

180

3404

3395

3477

3638

3867

4194

4644

5093

5465

5875

6258

6482

6389

5343

2172

293

75.7

18.7

8.93

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague100/WW

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 3404

5 3390

10 3467

15 3622

20 3853

25 4176

30 4633

35 5086

40 5468

45 5900

50 6321

55 6639

60 6610

65 5436

70 1922

75 210

80 92.7

85 15.5

90 8.01

200

3404

3386

3450

3594

3804

4105

4517

4923

5284

5724

6239

6686

6279

3695

905

166

67.1

15.0

6.49

210

3404

3385

3429

3556

3736

3982

4305

4608

4894

5322

5860

5783

3428

902

218

118

58.8

17.0

4.69

220

3404

3375

3412

3509

3646

3816

4021

4174

4356

4699

4760

2824

526

263

164

105

55.0

25.9

2.87

230

3404

3373

3398

3464

3553

3645

3721

3726

3754

3717

2457

466

285

205

142

99.2

59.0

27.9

1.70

240

3404

3372

3387

3427

3473

3490

3451

3337

3197

2590

840

317

236

175

128

98.2

71.5

34.6

1.42

250

3404

3374

3383

3403

3416

3381

3260

3083

2852

1791

424

269

209

160

123

92.7

66.7

46.5

2.27

260

3404

3376

3379

3392

3387

3317

3166

3003

2728

1435

357

253

197

157

121

80.8

60.1

38.1

5.72

270

3404

3389

3391

3410

3398

3313

3152

2992

2721

1321

342

248

196

156

119

81.0

58.8

34.1

3.21

280

3404

3393

3414

3444

3448

3374

3230

3046

2742

1423

348

252

200

158

123

81.8

60.4

36.9

4.02

290

3404

3407

3450

3507

3550

3522

3406

3230

2961

1819

406

271

211

164

127

96.0

67.2

41.1

1.55

300

3404

3430

3506

3600

3694

3736

3715

3642

3511

2726

764

325

240

180

134

102

71.6

28.3

1.35

310

3404

3449

3553

3698

3856

3987

4085

4137

4236

4170

2662

496

296

213

149

104

55.5

19.3

1.85

320

3404

3462

3603

3804

4030

4256

4462

4650

4857

5203

5099

3050

819

293

179

110

47.1

13.4

3.28

330

3404

3481

3653

3906

4201

4517

4830

5126

5411

5771

6253

5905

3471

1015

266

124

53.7

9.20

5.20

340

3404

3499

3695

3991

4345

4733

5130

5507

5813

6115

6527

6953

6260

3119

620

147

52.8

8.70

7.14

350

3404

3508

3727

4027

4439

4865

5304

5728

6046

6304

6537

6775

6828

4810

1364

120

48.8

10.6

8.66

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:


