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LAMP PHOTOMETRIC REPORT

MODEL: 99LED640

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):100.2 DEG
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TOTAL FLUX: 1473.8 lm



  10   0- 10

  20  10- 20
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  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90
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 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

587.5 586.4 586.7 588.3 590.0 590.5 590.3 589.2 56.91 56.91 3.86

543.1 540.6 541.5 544.7 547.5 548.1 547.8 546.4 160.6 217.5 14.8

475.8 472.2 473.2 478.1 481.6 481.9 481.4 480.2 236.6 454.1 30.8

393.0 388.5 389.6 395.5 399.2 399.0 398.5 398.0 273.9 727.9 49.4

301.7 296.9 297.7 303.8 307.4 306.9 306.6 306.8 269.9 997.9 67.7

207.0 202.7 202.9 207.6 211.2 211.3 211.2 211.4 228.8 1227 83.2

113.3 110.7 110.2 112.1 115.2 117.0 117.1 116.7 159.0 1386 94

32.67 31.74 31.24 31.62 33.72 35.73 36.15 34.78 75.43 1461 99.1

1.089 0.8877 1.111 0.9340 1.021 0.7110 0.7355 0.6736 12.67 1474 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:16 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED640

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 604

5 599

10 588

15 569

20 543

25 512

30 476

35 436

40 393

45 348

50 302

55 255

60 207

65 160

70 113

75 69.7

80 32.7

85 8.53

90 1.09

10

604

599

587

568

543

511

475

435

392

347

301

254

206

160

113

69.8

33.1

8.94

1.00

20

604

599

587

568

542

510

474

433

390

345

299

252

204

158

112

68.8

32.3

8.59

0.91

30

604

599

587

567

541

510

473

433

390

345

298

251

204

158

112

68.7

32.4

8.32

0.76

40

604

599

586

567

541

509

472

432

388

343

297

250

203

156

111

67.8

31.7

7.87

0.82

50

604

599

586

567

541

509

472

432

389

343

297

250

203

156

111

67.9

31.8

7.69

0.96

60

604

599

586

567

540

508

472

431

388

342

296

249

202

155

110

67.1

31.2

7.25

0.99

70

604

599

586

567

541

509

472

432

388

343

297

249

202

156

110

67.4

31.4

7.08

1.06

80

604

599

586

567

541

509

472

432

388

343

296

249

202

155

109

66.8

30.9

6.77

1.09

90

604

599

587

567

541

510

473

433

390

344

298

250

203

156

110

67.2

31.2

6.83

1.11

100

604

599

587

568

542

510

474

433

390

345

298

251

203

156

110

66.8

30.9

6.76

1.09

110

604

599

587

568

543

511

475

435

392

347

300

253

205

157

111

67.4

31.3

7.07

1.05

120

604

599

588

569

543

512

476

436

393

348

301

253

205

157

110

67.2

31.1

7.28

1.00

130

604

600

588

570

544

513

478

438

395

350

303

256

207

159

112

68.1

31.7

7.79

1.00

140

604

600

588

570

545

514

478

439

396

351

304

256

208

160

112

68.2

31.6

8.02

0.87

150

604

600

589

571

546

515

480

440

398

353

306

258

210

161

114

69.3

32.4

8.51

0.87

160

604

600

589

571

546

516

480

441

398

353

306

258

210

161

113

69.4

32.6

8.74

1.10

170

604

600

590

572

547

517

481

442

399

354

307

259

211

163

115

70.4

33.4

9.13

1.09

180

604

601

590

572

547

517

482

442

399

354

307

260

211

163

115

70.9

33.7

8.61

1.02

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:16 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED640

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 604

5 601

10 590

15 572

20 547

25 517

30 481

35 441

40 399

45 353

50 307

55 259

60 211

65 162

70 115

75 71.0

80 32.9

85 7.39

90 1.02

200

604

601

590

572

548

518

482

442

399

354

307

260

211

164

116

72.1

33.6

7.31

1.01

210

604

601

590

572

548

517

482

442

399

353

307

259

211

163

116

72.2

34.4

7.98

0.79

220

604

601

591

573

548

518

482

442

399

354

307

260

212

164

117

73.2

35.7

9.71

0.70

230

604

601

590

573

548

517

482

442

399

353

307

259

211

163

117

73.2

35.8

9.90

0.72

240

604

601

591

573

549

518

482

442

399

354

307

259

212

164

118

74.0

36.4

9.99

0.73

250

604

601

590

573

548

517

482

442

399

353

307

259

211

164

117

73.7

36.3

9.70

0.71

260

604

601

591

573

548

518

482

442

399

354

307

260

212

165

118

74.2

36.6

9.73

0.73

270

604

601

590

572

548

517

481

441

398

353

307

259

211

164

117

73.6

36.2

9.46

0.74

280

604

601

590

573

548

517

482

442

399

354

307

260

212

165

118

73.9

36.3

9.53

0.74

290

604

601

590

572

547

517

481

441

398

353

307

259

211

164

117

73.1

35.6

9.37

0.72

300

604

601

590

572

547

517

481

442

399

354

307

260

212

164

118

73.2

35.7

9.55

0.72

310

604

600

589

571

547

516

480

441

398

353

307

259

211

163

116

72.4

34.9

9.40

0.69

320

604

600

589

571

546

516

480

441

398

353

307

260

212

164

117

72.4

34.7

9.18

0.66

330

604

600

589

570

545

515

479

439

397

352

306

258

210

163

116

71.3

32.9

7.70

0.73

340

604

600

588

570

545

514

478

439

396

351

305

258

210

163

116

71.2

31.9

7.23

0.89

350

604

600

588

569

544

513

477

437

394

350

303

256

208

161

114

70.2

31.4

7.24

0.97

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:16 August 2022 Remarks:


