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LAMP PHOTOMETRIC REPORT

MODEL: 99PFMT40/BL

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1519.8 1m ~/+180
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AVERAGE BEAM ANGEE (50%):106.9 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 547.3 547.1 547.0 546.3 545.3 543.7 545.7 546.7 0- 10 52.80 52.80 3.47
20 510.0 509.5 509.4 510.5 505.2 502.6 505.5 509.9 10- 20 149.3 202.1 13.3
30 452.6 469.1 459.9 471.5 455.0 441.9 446.2 453.7 20- 30 222.9 425.0 28
40 396.9 395.7 403.1 398.5 391.0 368.4 373.9 399.5 30— 40 265.9 690.9 45.5
50 329.7 322.9 302.4 323.6 309.5 288.7 302.0 318.0 40- 50 271.9 962.8 63.4
60 244.5 237.4 217.9 235.3 230.3 206.9 213.2 234.1 50- 60 242.4 1205 79.3
70 152.7 146.5 134.6 143.5 144.6 126.4 130.6 148.0 60— 70 181.3 1386 91.2
80 61.85 60.82 62.14 62.02 58.97 52.72 55.71 64.26 70- 80 103.6 1490 98
90 4.462 2.804 12.76 1.377 2.902 1.315 5.735 2.318 80- 90 29.78 1520 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMT40/BL

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559
5 557 | 557 | 557 | 557 | 557 | 557 | 557 | 557 | 557 | 557 | 556 | 556 | 556 | 556 | 556 | 556 | 556 | 556 | 557
10 547 | 547 | 547 | 547 | 547 | 547 | 547 | 547 | 547 | 547 | 547 | 547 | 547 | 546 | 546 | 547 | 547 | 546 | 545
15 531 | 532 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 532 | 530 | 528 | 528
20 510 | 510 | 510 | 510 | 509 | 509 | 509 | 509 | 509 | 509 | 509 | 510 | 510 | 510 | 510 | 510 | 508 | 506 | 505
25 484 | 484 | 483 | 484 | 483 | 483 | 483 | 483 | 482 | 483 | 486 | 496 | 501 | 502 | 502 | 500 | 494 | 482 | 478
30 453 | 453 | 462 | 468 | 469 | 469 | 467 | 460 | 452 | 460 | 470 | 471 | 471 | 471 | 472 | 470 | 469 | 467 | 455
35 420 | 434 | 435 | 434 | 433 | 434 | 433 | 433 | 438 | 436 | 431 | 434 | 436 | 436 | 437 | 435 | 433 | 431 | 429
40 397 | 397 | 396 | 396 | 396 | 395 | 395 | 392 | 409 | 403 | 388 | 389 | 390 | 398 | 399 | 398 | 395 | 393 | 391
45 368 | 357 | 356 | 360 | 367 | 364 | 351 | 351 | 354 | 356 | 359 | 356 | 364 | 366 | 373 | 372 | 362 | 353 | 351
50 330 | 319 | 328 | 327 | 326 | 320 | 319 | 326 | 305 | 302 | 317 | 309 | 316 | 324 | 324 | 330 | 327 | 325 | 310
55 288 | 291 | 283 | 283 | 280 | 279 | 265 | 265 | 266 | 267 | 261 | 271 | 268 | 275 | 287 | 280 | 277 | 282 | 274
60 244 | 246 | 244 | 238 | 242 | 233 | 231 | 227 | 217 | 218 | 221 | 225 | 225 | 235 | 236 | 239 | 242 | 234 | 230
65 196 | 199 | 196 | 196 | 197 | 187 | 185 | 177 | 175 | 175 | 176 | 180 | 182 | 191 | 193 | 194 | 193 | 191 | 187
70 153 | 151 | 147 | 151 | 149 | 144 | 137 | 140 | 133 | 135 | 135 | 136 | 142 | 140 | 146 | 149 | 145 | 144 | 145
75 103 | 103 | 101 | 106 | 106 | 101 | 96.1 | 94.5| 93.8 | 94.5 | 94.5 | 96.0 | 96.2 | 99.5 | 104 | 103 | 99.5| 98.2 | 99.3
80 61.9 | 62.3|60.8|61.0|62.3|59.3|58.5|59.8|60.3|62.1|63.1|63.3|61.9|60.2|63.9|61.0|58.6/|59.0|59.0
85 27.1|26.6|24.8|23.8|22.9|23.0|27.8|29.3(28.8|29.5/(30.2|30.7|30.1|25.2|25.1|24.8|24.2|24.7/24.9
90 4.46 | 3.70|2.95|2.73|2.65|2.95| 7.85|11.9|12.7 |12.8 [ 12.7 |11.2 | 6.96 |1.45|1.30 | 1.25|1.06 | 1.77 | 2.90
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:15 November 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMT40/BL
POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559 | 559
5 557 | 557 | 557 | 556 | 557 | 557 | 557 | 557 | 557 | 557 | 557 | 557 | 556 | 556 | 557 | 557 | 557
10 544 | 544 | 544 | 544 | 544 | 544 | 544 | 545 | 546 | 547 | 548 | 547 | 547 | 547 | 547 | 547 | 547
15 527 | 526 | 526 | 525 | 526 | 526 | 527 | 527 | 528 | 529 | 530 | 532 | 531 | 531 | 531 | 532 | 532
20 504 | 503 | 503 | 503 | 503 | 503 | 504 | 505 | 505 | 507 | 508 | 510 | 510 | 510 | 510 | 510 | 510
25 476 | 475 | 474 | 474 | 474 | 475 | 475 | 477 | 478 | 479 | 481 | 483 | 484 | 484 | 484 | 484 | 484
30 444 | 443 | 442 | 442 | 442 | 443 | 443 | 445 | 446 | 448 | 450 | 452 | 454 | 454 | 454 | 454 | 453
35 416 | 408 | 407 | 406 | 406 | 407 | 408 | 410 | 411 | 413 | 417 | 428 | 435 | 434 | 430 | 422 | 419
40 389 | 370 | 369 | 368 | 368 | 369 | 370 | 372 | 374 | 388 | 395 | 397 | 399 | 400 | 400 | 399 | 392
45 348 | 336 | 330 | 329 | 329 | 330 | 331 | 333 | 347 | 352 | 350 | 357 | 360 | 360 | 359 | 359 | 369
50 307 | 299 | 290 | 289 | 289 | 290 | 291 | 296 | 302 | 304 | 306 | 309 | 315 | 321 | 319 | 317 | 326
55 265 | 257 | 249 | 248 | 248 | 249 | 250 | 257 | 253 | 256 | 271 | 279 | 281 | 283 | 287 | 292 | 285
60 226 | 216 | 208 | 207 | 207 | 208 | 209 | 210 | 213 | 220 | 222 | 224 | 230 | 238 | 241 | 240 | 237
65 181 | 174 | 167 | 167 | 166 | 167 | 168 | 170 | 171 | 173 | 180 | 183 | 192 | 192 | 194 | 193 | 183
70 136 | 134 | 128 | 127 | 126 | 127 | 128 | 130 | 131 | 133 | 138 | 141 | 147 | 149 | 143 | 141 | 141
75 96.3 | 95.0 | 89.7 | 88.6 | 88.4(88.9(89.1|90.8|91.7|94.2|95.5| 100 | 106 | 109 | 101 | 98.7 | 101
80 57.8 | 56.4 | 54.1 | 52.9 | 52.6 | 53.1 | 53.5 | 54.6 | 55.7 | 57.5 | 60.3 | 61.4 | 63.5 | 65.1 | 59.2 | 57.9 | 58.6
85 24.0(23.0|20.9(19.9(19.6|20.1|21.0|22.9|24.4|26.7|28.6|30.7|26.6|25.6|22.3|23.2|25.1
90 2.95|2.54|1.83|1.27 |1.36 |1.52|2.32|3.87|5.74 | 7.52 |8.80| 7.07 |2.51|2.12 | 2.28 | 2.51 | 3.45
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




